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CONSTRUCTION MATERIALS

About Green Roads Asphalt

Green Roads Asphalt mixes contain up to 50% recycled
content, including combinations of Reclaimed Asphalt
Pavement (RAP), recycled glass sand and recycled plastics.

Our warm mix technology further lowers the carbon
emissions of Green Roads asphalt by up to 40%, ranking our
asphalt production as the greenest in the industry.

Green Roads Asphalt mixes meet VicRoads specification 407,
with approval for the inclusion of recycled asphalt, glass and
plastics in various mixes.

Are you driving on a Green Road?

Did you know the Mordialloc Freeway, Western
Roads Upgrade, Citylink, Pound Road West, The
Esplanade - Moreton Bay, Bruce Highway, CLEM 7
and Gateway Upgrade North have all used

Our asphalt plants produce approximately 300 tonnes per
hour and are equipped to store more than 600 tonnes of hot

asphalt. recycled materials in their construction?

Millions of tonnes of Green Roads Asphalt mixes have been Green Roads Construction Materials help our
produced to build greener roads throughout Melbourne and customers achieve greater sustainability outcomes
surrounding regions. on their infrastructure projects.

For more information contact Customer

Service 136 135
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Green Roads Asphalt developers Brendan Camilleri and Peter Lazarus with Project Engineer Nathan Delaney.

Green Roads Asphalt Product List

Recycled
Mix Type Description
LU Content % S
A fatigue resistant Size 20 structural base course asphalt for heavy duty asphalt
20 Type SF 50% pavements with a total asphalt thickness (excluding Open Graded Asphalt) of at least
175 mm.
A multi-purpose Size 20 structural asphalt for intermediate course in heavy duty
20 Type Sl 40% pavements or base course in medium duty pavements.
A very stiff Size 20 structural intermediate course asphalt used to increase pavement
20 Type 5§ 40% deformation resistance and increase mix stiffness for very large-scale heavy-duty
asphalt pavements.
14 Type V 15% A heavy-duty size 14mm asphalt wearing course for heavily trafficked intersections
A heavy-duty size 14mm asphalt wearing course or regulating course for use in most
14 TypeH 20% heavily trafficked pavements
A light to medium duty size 14mm wearing course or regulating course for use in light
L]
14 Type N 50% to moderately trafficked pavements
A light to medium-duty size 10mm wearing course or regulating course for use in light
L]
10 TypeN /L 30% to moderately trafficked pavements
10 Type N /L A light to medium-duty size 10mm wearing course or regulating course for use in light
a,
(Poly Pave) 30% to moderately trafficked pavements
14 Type N (Poly A light to medium duty size 14mm wearing course or regulating course for use in light
a,
Pave) 30% to moderately trafficked pavements
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